Carbon ¢ Resources

- |
abre seriesmme

‘7 Activated Carbon Products

POWDER ACTIVATED CARBON
CRWSA

CRWSA is a wood based powder activated carbon. It is manufactured by a steam activation process, which provides
high porosity and purity. This product is used in the water and wastewater treatment, decolorization, and vapor
phase injection systems.

FEATURES AND BENEFITS
4 High adsorption capacity and efficiency

¢ Essential color removal capabilities

¢ Highly developed pore structure

SPECIFICATIONS
Total Surface Area (m2/g) 1000 minimum
lodine Number (mg/g) 950 minimum
Methylene Blue Number 160 ml minimum
Moisture (as packed) 10% maximum
Bulk Density (g/cc) 0.40 — 0.50
pH 8-10

Packeged in 55-Ib. bags or 1100-Ib. supersacks.
All of the above test methods are performed using ASTM protocol for activated carbon. This product meets the Food Chemicals Codex for activated carbon.

This information has been gathered from standard reference materials and/or test data that is assumed to be accurate and reliable. Carbon Resources, LLC, only warrants that this product will meet the above described pub-
lished specifications and makes no other warranties of any kind either expressed or implied including but not limited to fitness for a particular purpose or application. Buyer assumes all liability and risk that may arise from
the use of this product.
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